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- The number of speakers proposed are for the most efficient application (maximum SPL with 
minimum speakers) taking into consideration the speaker's power and impedance and the 
maximum power delivered by each amplifier. Many other system compositions are possible as long 
as the amplifier minimum impedance is respected.

NOTES:

- Unless otherwise specified, the iseries speakers in these examples, are considered to be working 
in low impedance (16ohms) mode. For long cables or for large number of speakers in one amplifier 
channel, the high impedance mode (100V) can be selected on the speaker’s back impedance 
selector.

- SPL max. was calculated for free air and non coupling speakers. As a rough calculation, we can 
consider a decrease of 6dB with doubling of the distance from the speakers zone to the audience 
zone. As an example for a free reflections environment: For SPL max of 115dB at 1m the SPL max. 
at 4m will be around 103dB (115dB-(2x6dB)). For indoor installations the SPL max. can be higher 
than 103dB depending on the environment damping and reflections.

- These examples are intended as simple guide purpose.

- The iseries  speakers can be used with other amplifiers but we strongly recommend to use one of 
our DSP processors to protect and optimize the speakers performance.
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Application Example 4i4.2S

4 - NEXT i4 (NC00901-black, NC00900-white)

PRODUCTS LIST

2 - NEXT K10sA (NC00210)

www.next-proaudio.com

SPL max. (1m): 110dB (free air)

Active System 1000W Extended Bass (Powered subwoofer)

K10sAK10sA

DSP POWERED
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K12sA K12sA

Application Example 8i4.2S
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SPL max. (1m): 113.1dB (free air)

Active System 2520W Extended Bass (Powered subwoofer)

PRODUCTS LIST

8 - NEXT i4 (NC00901-black, NC00900-white)

2 - NEXT K12sA (NC00412)

DSP POWERED
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Application Example 8i4.1SP
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SPL max. (1m): 112.7dB (free air)

K12s

Passive System 600W Extended Bass

1 - NEXT K12s (NC00912)

PRODUCTS LIST

8 - NEXT i4 (NC00901-black, NC00900-white)

1 - Powersoft MEZZO 604A (BP00041)

Powersoft
Mezzo 604A

(optional)
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Application Example 16i4.P
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SPL max. (1m): 115.7dB (free air)

Passive System 600W

STATUS

NETWORK

SIGNAL

MEZZO

16 - NEXT i4 (NC00901-black, NC00900-white)

PRODUCTS LIST

1 - Powersoft MEZZO 604A (BP00041)

Powersoft
Mezzo 604A

(optional)
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K12sA K12sA

Application Example 8i6.S2

www.next-proaudio.com

SPL max. (1m): 117.1dB (free air)

Active System 2840W Extended Bass (Powered subwoofer)

PRODUCTS LIST

2 - NEXT K12sA (NC00412)

8 - NEXT i6 (NC00903-black, NC00902-white)

DSP POWERED
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Application Example 4i6.1S.P
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SPL max. (1m): 113.8dB (free air)

K12s

Passive System 600W Extended Bass

4 - NEXT i6 (NC00903-black, NC00902-white)

PRODUCTS LIST

1 - Powersoft MEZZO 604A (BP00041)

1 - NEXT K12s (NC00912)

Powersoft
Mezzo 604A

(optional)
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Application Example 8i6.2S

www.next-proaudio.com

SPL max. (1m): 117.1dB (free air)

Active System 2840W Extended Bass (Powered subwoofer)

PRODUCTS LIST

8 - NEXT i6 (NC00903-black, NC00902-white)

2 - NEXT HFA115s (NC00016)

HFA115s HFA115s

DSP POWERED
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Application Example 8i6.P
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SPL max. (1m): 116.8dB (free air)

Passive System 600W

STATUS

NETWORK

SIGNAL

MEZZO

8 - NEXT i6 (NC00903-black, NC00902-white)

1 - Powersoft MEZZO 604A (BP00041)

PRODUCTS LIST

Powersoft
Mezzo 604A

(optional)

i6 i6i6i6
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Application Example 8i8.2S
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SPL max. (1m): 124.4dB (free air)

Active System 3300W Extended Bass (Powered subwoofer)

PRODUCTS LIST

8 - NEXT i8 (NC00905-black, NC00904-white)

2 - NEXT HFA115s (NC00016)

HFA115s HFA115s

DSP POWERED
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Application Example 2i8.1S.P
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SPL max. (1m): 113.8dB (free air)

K12s

Passive System 600W Extended Bass

1 - NEXT K12s (NC00912)

PRODUCTS LIST

2 - NEXT i8 (NC00905-black, NC00904-white)

1 - Powersoft MEZZO 604A (BP00041)

i8 i8

Powersoft
Mezzo 604A

(optional)
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100V Tap selector
10W - 12 x i4 Speakers
20W - 6 x i4 Speakers
40W - 3 x i4 Speakers

100V Tap selector
20W - 6 x i6 Speakers
40W - 3 x i6 Speakers
80W - 1 x i6 Speakers

100V Tap selector
37.5W - 3 x i8 Speakers
75W - 1 x i8 Speakers

OR

OR

*

*

*

100V Tap selector
10W - 12 x i4 Speakers
20W - 6 x i4 Speakers
40W - 3 x i4 Speakers

100V Tap selector
20W - 6 x i6 Speakers
40W - 3 x i6 Speakers
80W - 1 x i6 Speakers

100V Tap selector
37.5W - 3 x i8 Speakers
75W - 1 x i8 Speakers

OR

OR

*

*

*

Application Example 100V.4Z.P
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STATUS

NETWORK

SIGNAL

MEZZO

100V 
SELECTED

Different iseries models and different selected power taps can be connected to the same channel as long 
as the speakers resulted power per channel does not exceed 125W, if the amplifier is simetrical loaded.*

4 Zones, 4 x125W High Impedance (100V).

Powersoft
Mezzo 604A

(optional)

100V Tap selector
10W - 12 x i4 Speakers
20W - 6 x i4 Speakers
40W - 3 x i4 Speakers

100V Tap selector
20W - 6 x i6 Speakers
40W - 3 x i6 Speakers
80W - 1 x i6 Speakers

100V Tap selector
37.5W - 3 x i8 Speakers
75W - 1 x i8 Speakers

OR

OR

*

*

*

100V Tap selector
10W - 12 x i4 Speakers
20W - 6 x i4 Speakers
40W - 3 x i4 Speakers

100V Tap selector
20W - 6 x i6 Speakers
40W - 3 x i6 Speakers
80W - 1 x i6 Speakers

100V Tap selector
37.5W - 3 x i8 Speakers
75W - 1 x i8 Speakers

OR

OR

*

*

*

i4

i6

i8

i4

i6

i8
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100V Tap selector
10W - 25 x i4 Speakers
20W - 12 x i4 Speakers
40W - 6 x i4 Speakers

100V Tap selector
20W - 12 x i6 Speakers
40W - 6 x i6 Speakers
80W - 3 x i6 Speakers

100V Tap selector
37.5W - 6 x i8 Speakers
75W - 3 x i8 Speakers
150W - 1 x i8 Speaker

OR

OR

*

*

*

Application Example 100V.2Z.P
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STATUS

NETWORK

SIGNAL

MEZZO

100V 
SELECTED

Different iseries models and different selected power taps can be connected to the same channel as long 
as the speakers resulted power per channel does not exceed 250W, if the amplifier is simetrical loaded.*

2 Zones, 2 x 250W High Impedance (100V). 

Powersoft
Mezzo 604A

(optional)

100V Tap selector
10W - 25 x i4 Speakers
20W - 12 x i4 Speakers
40W - 6 x i4 Speakers

100V Tap selector
20W - 12 x i6 Speakers
40W - 6 x i6 Speakers
80W - 3 x i6 Speakers

100V Tap selector
37.5W - 6 x i8 Speakers
75W - 3 x i8 Speakers
150W - 1 x i8 Speaker

OR

OR

*

*

*
i4

i6

i8



Application Example 100V.1Z.P
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STATUS

NETWORK

SIGNAL

MEZZO Powersoft
Mezzo 604A

(optional)

100V 
SELECTED

Different iseries models and different selected power taps can be connected to the same channel as long 
as the speakers resulted power does not exceed 500W.*

100V Tap selector
10W - 50 x i4 Speakers
20W - 25 x i4 Speakers
40W - 12 x i4 Speakers

100V Tap selector
20W - 25 x i6 Speakers
40W - 12 x i6 Speakers
80W - 6 x i6 Speakers

100V Tap selector
37.5W - 13 x i8 Speakers
75W - 6 x i8 Speakers
150W - 3 x i8 Speaker

OR

OR

*

*

*

1 Zone, 500W High Impedance (100V). 

i4

i6

i8
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